
The Smartpond Endless Belt Filter PROline series

C lear  water  -  our  st rength!

With integrated 
WLAN connectionProline control 

with display

Clear water - our 
strength!



EndlessBeltFilter PROline EBF 500

EndlessBeltFilter PROline EBF 800 

As standard, the endless belt filter from the PROline series from 

Smartpond® offers a number of advantages! A multitude of me-

chanical optimizations, right up to the PROline control system with

control, display and the additional control via the free Smart-

pond® App make this endless belt filter so unique.

Thanks to this plug & play system with different sizes - for koi 

ponds all with integrated biochamber - all wishes are covered!

Dim. LxWxH:  1´350 x 470 x 890 mm 

Max. pump capacity: 30.000 l/h

For koi ponds up to: 45 m3

For swimming ponds up to: 60 m3

Biovolume: 370 l

Recom. biomedium vol. 100-150 l

Dim. LxWxH: 1’350 x 750 x 890 mm

Max. Pump capacity: 60.000 l/h

For koi ponds up to 80 m3

For swimming ponds up to 120 m3

Biovolume: 580 l

Recom. biomedium vol. up to 250 l

The filter series for every 
application!



EndlessBeltFilter PROline EBF 1200

EndlessBeltFilter PROline HF 200

EndlessBeltFilter PROline PLUS 800 / 1200

Dim: LxWxH: 1’350 x 1’150 x 890 mm

Max. Pump capacity: 90.000 l/h

For koi ponds up to: 100 m3

For swimming ponds up to: 200 m3

Biovolume: 850 l

Recom. biomedium vol. up to 350 l

Dim. LxWxH: 1’500 x 1’150 x 890 mm

Max. Pump capacity : 200.000 l/h

For koi ponds up to 220 m3

For swimming ponds up to 650 m3

Inlet: 2 x Ø 250 mm

Outlet: 3 x Ø 250 mm 

Wherever the proven Smartpond®Filter 

is to be designed for a heavier load 

(this is the case in the zoo or breeding 

sector, as well as in the hobby sector), 

the use of the PLUS series makes sense. 

Dim. LxWxH:  1´350 x 470 x 890 mm 

Max. pump capacity: 30.000 l/h

For koi ponds up to: 45 m3

For swimming ponds up to: 60 m3

Biovolume: 370 l

Recom. biomedium vol. 100-150 l

Dim. LxWxH: 1’350 x 750 x 890 mm

Max. Pump capacity: 60.000 l/h

For koi ponds up to 80 m3

For swimming ponds up to 120 m3

Biovolume: 580 l

Recom. biomedium vol. up to 250 l



Contact Smartpond: Germany: +49 (0) 4486 93 00 27  |  Switzerland: +41 (0) 41 534 87 78  |  www.smartpond-filter. com

Smartpond Endless Belt Filter® PROline

High standard in filter development
Clear water - that‘s what you expect from a filter in the first place. And that is what the PRO-
line series offers you reliably and fully automatically. Through years of experience in filter 
development, we offer you a sophisticated and compact overall solution, made of high-quality 
stainless steel with this Smartpond EndlessBeltFilter.


